
 

Allradlenker 10.33B

 

- Z-Kinematik

- Max. Leistung 54 PS

- Schaufelinhalt 0,4 m3

- Max. Betriebsgewicht 3.300 Kg

- Max. Grabtiefe 2,75 - 3,25*m (*teleskopierbar)

- Fahrgeschwindigkeit 20 km/h

 

 

 

 

   

  

 

  

  

 

  

  

 

  

  

 

  

  

 

 

 

Seite 2 von 2

Zurück

1

2

 

Powered by TCPDF (www.tcpdf.org)

http://www.tm-machinery.com/tl_files/fM_k0002/images/Venieri/10.33B_06.jpg
http://www.tm-machinery.com/tl_files/fM_k0002/images/Venieri/10.33B_07.jpg
http://www.tm-machinery.com/tl_files/fM_k0002/images/Venieri/10.33B_08.jpg
http://www.tm-machinery.com/tl_files/fM_k0002/images/Venieri/10.33B_09.jpg
http://www.tm-machinery.com/tl_files/fM_k0002/images/Venieri/10.33B_10.jpg
http://www.tm-machinery.com/index.php/info-1033b.html?page=1
http://www.tm-machinery.com/index.php/info-1033b.html?page=1
http://www.tcpdf.org

